
EVERFINE HAAS-1200 Test Report 1 Of 1 

Spectrum Test Report
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Spectrum CIE1931 EVERFINE

x = 0.3155 y = 0.3319

CCT = 6337K

Color Parameters:
Chromaticity Coordinate:x=0.3155  y=0.3319/u'=0.1954 v'=0.4589

CCT=6337K(Duv=0.0017) Dominant WL:Ld =483.8nm Purity=12.3%

Ratio:R=12.9% G=81.3% B=5.8%　Peak WL:Lp=449.2nm  FWHM=25.3nm

Render Index:Ra=83.5   AvgR=76.5

R1 =82 R2 =86 R3 =88 R4 =85 R5 =83 R6 =81 R7 =89

R8 =74 R9 =13 R10=67 R11=84 R12=60 R13=83 R14=93 R15=79

Photo Parameters:
Flux  = 2676.9 lm   Eff. : 91.58 lm/W  Fe  = 9.800 W

Electrical parameters:
V = 220.18 V     I = 0.2408 A    P = 29.23 W PF = 0.5513

LEVEL:OUT        WHITE:6500K

Status:  Integral T = 60 ms  Ip = 45297 (69%)

Model:LP-DL30G01-Y Number:1
Tester:zxg Date:2023-6-9
Temperature:25.3Deg Humidity:65.0%
Manufacturer:liper Remarks:


