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Goniophotometer Test Report

Measured Para  U: 216.1V  I: 408.1mA  P: 49.21W  PF: 0.558  Test LM: 4556.85lm

Lamp Name: LED LOUVER FITTING

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: 

Manufactory: LIPER

Weight(kg): 

Lamp ID: LP-LF60A60 50W

Protect Angle(Deg): 

Light Source Data Photometric Data

Model

Nominal P(w)

Rated Volt(v)

Rated Flux(lm)

Illuminant QTY

Peak Value(cd)

Total Flux(lm)

Dw Flux Rate(%) Down(C180-C360)

Efficiency(lm/w)

UP(C0-C180)

Down(C0-C180)

UP(C180-C360)

220.0

1.0

1.0

Planar Intensity Distribution Curve

1

1199.1

4556.85

100.0 48.2

92.6

0.0

51.8

0.0

Position 0.0,5.0

Up Flux Rate(%) 0.0

C0 Plane beam angle(50%):111.7  C90 Plane beam angle(50%):118.2

C0 Plane beam angle(50%)gfedcb C90 Plane beam angle(50%)gfedcb

0°

30°

60°

90°

120°

150°

180°

210°

240°

270°

300°

330°

1,200

960

720

480

240

0

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2023-11-02

Gama Angle Range:-90 - 90(Deg)

Distance(m): 7.070 Remark: 

LP-LF60A60 50W
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Measured Para  U: 216.1V  I: 408.1mA  P: 49.21W  PF: 0.558  Test LM: 4556.85lm

Lamp Name: LED LOUVER FITTING

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: 

Manufactory: LIPER

Weight(kg): 

Lamp ID: LP-LF60A60 50W

Protect Angle(Deg): 

Imax=1199.1(cd)gfedcb

90% / 1079.2gfedcb

80% / 959.3gfedcb

70% / 839.4gfedcb

60% / 719.5gfedcb

50% / 599.5gfedcb

40% / 479.6gfedcb

30% / 359.7gfedcb

20% / 239.8gfedcb

10% / 119.9gfedcb

5% / 60.0gfedcb

Horizontal(DEG)
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Planar IsoCandela Curve

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2023-11-02

Gama Angle Range:-90 - 90(Deg)

Distance(m): 7.070 Remark: 
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Measured Para  U: 216.1V  I: 408.1mA  P: 49.21W  PF: 0.558  Test LM: 4556.85lm

Lamp Name: LED LOUVER FITTING

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: 

Manufactory: LIPER

Weight(kg): 

Lamp ID: LP-LF60A60 50W

Protect Angle(Deg): 

MH(m)

S(M)

10.0

14.0

18.0

22.0

26.0

30.0

34.0

38.0

42.0

46.0

50.0
40.0

0.6( 5%)1.2(10%)2.4(20%)3.6(30%)4.8(40%)

6.0(50%)7.2(60%)8.4(70%)9.6(80%)10.8(90%)

Spacial ISOLUX Curve Planar ISOLUX Curve

90
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S(m) C(DEG)

0

0

1

2

3

60.0( 5%)119.9(10%)239.8(20%)359.7(30%)479.6(40%)

599.5(50%)719.5(60%)839.4(70%)959.3(80%)1079.2(90%)

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2023-11-02

Gama Angle Range:-90 - 90(Deg)

Distance(m): 7.070 Remark: 
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Measured Para  U: 216.1V  I: 408.1mA  P: 49.21W  PF: 0.558  Test LM: 4556.85lm

Lamp Name: LED LOUVER FITTING

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: 

Manufactory: LIPER

Weight(kg): 

Lamp ID: LP-LF60A60 50W

Protect Angle(Deg): 

Aver Luminance(cd/m*m)
 Gm(Deg)
 C0
 C90

45 50 55 60 65 70 75 80 85

Glare
Glare Class                                Illuminance(lx)
 1.15  A  2000  1000  500  <=300
 1.5  B  2000  1000  500  <=300
 1.85  C  2000  1000  500  <=300
 2.2  D  2000  1000  500  <=300
 2.55  E  2000  1000  500  <=300

 a  b  c  d  e  f  g  h

Luminance Limit Curve
Gama(Deg)
85

75

65

55

45
8 41000 2 3 4 5 6 8 10000 2 3

a b c d e f g h

C0/180 C90/270 Aver Luminance(cd/m*m)

85439.7 77268.2 68016.5 58213.4 47841.0 37997.5 27634.2 17413.2 7784.1
83498.8 75488.7 67922.5 58809.7 49145.7 39118.2 28983.2 19115.2 10294.4

Luminance Limit Curve

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2023-11-02

Gama Angle Range:-90 - 90(Deg)

Distance(m): 7.070 Remark: 
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Measured Para  U: 216.1V  I: 408.1mA  P: 49.21W  PF: 0.558  Test LM: 4556.85lm

Lamp Name: LED LOUVER FITTING

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: 

Manufactory: LIPER

Weight(kg): 

Lamp ID: LP-LF60A60 50W

Protect Angle(Deg): 

1m
313.64cm328.91/ 1199.10Lx Ec=1177.63Lx

2m
627.27cm82.23/ 299.77Lx Ec=294.41Lx

3m
940.91cm36.55/ 133.23Lx Ec=130.85Lx

4m
1254.54cm20.56/ 74.94Lx Ec=73.60Lx

5m
1568.18cm13.16/ 47.96Lx Ec=47.11Lx

Height Eavg/Emax Plane beam angle:115.0 Deg Spot Diameter

output lm: 2541.06lm

Average Illumination

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2023-11-02

Gama Angle Range:-90 - 90(Deg)

Distance(m): 7.070 Remark: 
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Measured Para  U: 216.1V  I: 408.1mA  P: 49.21W  PF: 0.558  Test LM: 4556.85lm

Lamp Name: LED LOUVER FITTING

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: 

Manufactory: LIPER

Weight(kg): 

Lamp ID: LP-LF60A60 50W

Protect Angle(Deg): 

10 20 30 40 50 70 100 200 300 500 700 1K 2K 3K 4K 5K 7K
Area(m*m)

1

2

3

4

5

6

7
8
9
10

20

30

40

50

Num
(N)

Lamp Probability Curve

Flux(lm) 3481.5

Factor(MF) 0.7

Aver Lux(lx) 100

Hwork(M) 0

CeilingWall Floor 

Reflect1. 80 50 20

Reflect2. 80 50 20

H3

H4

H5

H6

Lamp Probability Curve

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2023-11-02

Gama Angle Range:-90 - 90(Deg)

Distance(m): 7.070 Remark: 
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Measured Para  U: 216.1V  I: 408.1mA  P: 49.21W  PF: 0.558  Test LM: 4556.85lm

Lamp Name: LED LOUVER FITTING

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: 

Manufactory: LIPER

Weight(kg): 

Lamp ID: LP-LF60A60 50W

Protect Angle(Deg): 

UF Table

Ceiling 0.8 0.8 0.8 0.7 0.7 0.7 0.5 0.5 0.5

Wall 0.7 0.5 0.3 0.7 0.5 0.3 0.7 0.5 0.3

Floor 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2

0.60 53 38 29 52 38 29 49 36 28

0.80 58 41 31 56 40 30 52 39 29

1.00 61 44 32 58 43 31 54 40 30

1.25 64 46 33 61 44 32 55 41 31

1.50 66 47 34 62 46 33 56 42 31

2.00 68 50 35 65 47 34 58 43 31

2.50 70 50 35 66 48 33 58 43 31

3.00 71 51 35 67 49 33 59 44 30

4.00 72 52 35 68 49 33 59 44 30

5.00 73 53 35 68 50 33 59 44 30

CoEfficients Utilization

Ceiling(%) 0 0 0 0 0

Wall(%) 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Floor (%) 0 0 0 0 0

0 1.19 1.19 1.19 1.16 1.16 1.16 1.11 1.11 1.11 1.06 1.06 1.06 1.02 1.02 1.02

1 1.03 0.99 0.95 1.01 0.97 0.93 0.97 0.93 0.9 0.93 0.9 0.88 0.89 0.87 0.85

2 0.9 0.83 0.77 0.88 0.81 0.76 0.84 0.79 0.74 0.81 0.76 0.72 0.78 0.74 0.71

3 0.79 0.7 0.64 0.77 0.69 0.63 0.74 0.67 0.62 0.71 0.66 0.61 0.69 0.64 0.6

4 0.7 0.61 0.54 0.68 0.6 0.53 0.66 0.58 0.53 0.63 0.57 0.52 0.61 0.56 0.51

5 0.62 0.53 0.46 0.61 0.52 0.46 0.59 0.51 0.45 0.57 0.5 0.45 0.55 0.49 0.44

6 0.56 0.47 0.4 0.55 0.46 0.4 0.53 0.45 0.4 0.51 0.45 0.39 0.5 0.44 0.39

7 0.51 0.42 0.35 0.5 0.41 0.35 0.48 0.41 0.35 0.47 0.4 0.35 0.45 0.39 0.35

8 0.46 0.38 0.32 0.45 0.37 0.32 0.44 0.37 0.31 0.43 0.36 0.31 0.42 0.35 0.31

9 0.42 0.34 0.28 0.42 0.34 0.28 0.41 0.33 0.28 0.39 0.33 0.28 0.38 0.32 0.28

10 0.39 0.31 0.26 0.39 0.31 0.26 0.37 0.3 0.26 0.37 0.3 0.25 0.36 0.3 0.25

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2023-11-02

Gama Angle Range:-90 - 90(Deg)

Distance(m): 7.070 Remark: 
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Measured Para  U: 216.1V  I: 408.1mA  P: 49.21W  PF: 0.558  Test LM: 4556.85lm

Lamp Name: LED LOUVER FITTING

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: 

Manufactory: LIPER

Weight(kg): 

Lamp ID: LP-LF60A60 50W

Protect Angle(Deg): 

Wall Exitance CoEfficients

Ceiling(%) 0 0 0 0 0

Wall(%) 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Floor (%) 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1 0.32 0.18 0.06 0.31 0.18 0.06 0.3 0.17 0.05 0.29 0.17 0.05 0.28 0.16 0.05

2 0.3 0.16 0.05 0.29 0.16 0.05 0.28 0.16 0.05 0.27 0.15 0.05 0.26 0.15 0.05

3 0.27 0.15 0.04 0.27 0.14 0.04 0.26 0.14 0.04 0.25 0.14 0.04 0.24 0.13 0.04

4 0.25 0.13 0.04 0.25 0.13 0.04 0.24 0.13 0.04 0.23 0.12 0.04 0.22 0.12 0.04

5 0.23 0.12 0.03 0.23 0.12 0.03 0.22 0.11 0.03 0.21 0.11 0.03 0.21 0.11 0.03

6 0.22 0.11 0.03 0.21 0.11 0.03 0.2 0.1 0.03 0.2 0.1 0.03 0.19 0.1 0.03

7 0.2 0.1 0.03 0.2 0.1 0.03 0.19 0.1 0.03 0.18 0.09 0.03 0.18 0.09 0.03

8 0.19 0.09 0.03 0.18 0.09 0.03 0.18 0.09 0.03 0.17 0.09 0.03 0.17 0.09 0.03

9 0.18 0.08 0.02 0.17 0.08 0.02 0.17 0.08 0.02 0.16 0.08 0.02 0.16 0.08 0.02

10 0.16 0.08 0.02 0.16 0.08 0.02 0.16 0.08 0.02 0.15 0.08 0.02 0.15 0.07 0.02

Ceiling Cavity Exitance CoEfficients

Ceiling(%) 0 0 0 0 0

Wall(%) 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Floor (%) 0 0 0 0 0

0 0.19 0.19 0.19 0.16 0.16 0.16 0.11 0.11 0.11 0.06 0.06 0.06 0.02 0.02 0.02

1 0.18 0.16 0.13 0.15 0.13 0.11 0.11 0.09 0.08 0.06 0.05 0.05 0.02 0.02 0.01

2 0.17 0.13 0.1 0.15 0.11 0.08 0.1 0.08 0.06 0.06 0.05 0.03 0.02 0.01 0.01

3 0.17 0.11 0.07 0.14 0.1 0.06 0.1 0.07 0.04 0.06 0.04 0.03 0.02 0.01 0.01

4 0.16 0.1 0.06 0.14 0.09 0.05 0.09 0.06 0.04 0.05 0.04 0.02 0.02 0.01 0.01

5 0.15 0.09 0.05 0.13 0.08 0.04 0.09 0.05 0.03 0.05 0.03 0.02 0.02 0.01 0.01

6 0.14 0.08 0.04 0.12 0.07 0.03 0.08 0.05 0.02 0.05 0.03 0.01 0.02 0.01 0

7 0.14 0.08 0.03 0.12 0.07 0.03 0.08 0.05 0.02 0.05 0.03 0.01 0.02 0.01 0

8 0.13 0.07 0.03 0.11 0.06 0.02 0.08 0.04 0.02 0.04 0.03 0.01 0.01 0.01 0

9 0.12 0.06 0.03 0.11 0.06 0.02 0.07 0.04 0.02 0.04 0.02 0.01 0.01 0.01 0

10 0.12 0.06 0.02 0.1 0.05 0.02 0.07 0.04 0.01 0.04 0.02 0.01 0.01 0.01 0

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2023-11-02

Gama Angle Range:-90 - 90(Deg)

Distance(m): 7.070 Remark: 
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Measured Para  U: 216.1V  I: 408.1mA  P: 49.21W  PF: 0.558  Test LM: 4556.85lm

Lamp Name: LED LOUVER FITTING

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: 

Manufactory: LIPER

Weight(kg): 

Lamp ID: LP-LF60A60 50W

Protect Angle(Deg): 

Ring-shaped Flux Data Table

Gm\C(Deg) 0 45 90 135 180 225 270 315 Range Ring T(lm)

5 1199 1184 1169 1161 1183 1163 1164 1162 0-5 28.1 28.1

10 1194 1180 1159 1147 1161 1139 1148 1150 5-10 83.5 112

15 1180 1168 1139 1124 1128 1107 1124 1129 10-15 136 248

20 1154 1147 1111 1092 1088 1065 1091 1100 15-20 185 433

25 1108 1116 1073 1050 1036 1015 1050 1061 20-25 228 660

30 1057 1070 1027 999 977 957 1001 1005 25-30 263 923

35 992 1013 971 940 908 891 944 941 30-35 289 1212

40 926 950 907 872 830 816 880 874 35-40 305 1517

45 854 874 835 795 742 733 808 793 40-45 312 1830

50 773 795 755 710 649 643 730 711 45-50 308 2138

55 680 714 679 618 550 547 644 626 50-55 294 2432

60 582 623 588 520 447 447 554 533 55-60 270 2702

65 478 527 491 420 344 346 460 434 60-65 237 2939

70 380 425 391 326 245 247 363 333 65-70 196 3135

75 276 324 290 242 150 152 268 235 70-75 152 3287

80 174 230 191 149 65.3 74.1 177 139 75-80 104 3391

85 77.8 143 103 72.8 29.6 30.8 95.6 63.2 80-85 60.1 3451

90 61.9 82 57 27 16.4 17.9 27.4 35.7 85-90 30.3 3481

95 90-95

100 95-100

105 100-105

110 105-110

115 110-115

120 115-120

125 120-125

130 125-130

135 130-135

140 135-140

145 140-145

150 145-150

155 150-155

160 155-160

165 160-165

170 165-170

175 170-175

180 175-180

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2023-11-02

Gama Angle Range:-90 - 90(Deg)

Distance(m): 7.070 Remark: 
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Measured Para  U: 216.1V  I: 408.1mA  P: 49.21W  PF: 0.558  Test LM: 4556.85lm

Lamp Name: LED LOUVER FITTING

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: 

Manufactory: LIPER

Weight(kg): 

Lamp ID: LP-LF60A60 50W

Protect Angle(Deg): 

CD Table

Gm\C(Deg) 0 20 40 60 80 100 120 140 160 180 200 220 240 260 280 300 320 340

5.0 1199 1192 1185 1179 1172 1168 1164 1164 1173 1183 1174 1165 1163 1164 1163 1163 1166 1183

10.0 1194 1188 1182 1173 1163 1156 1151 1149 1155 1161 1151 1142 1142 1146 1149 1150 1155 1175

15.0 1180 1175 1169 1159 1145 1136 1129 1125 1126 1128 1119 1109 1112 1120 1125 1128 1135 1158

20.0 1154 1151 1148 1135 1119 1107 1098 1091 1090 1088 1078 1068 1074 1086 1093 1097 1106 1130

25.0 1108 1112 1116 1102 1082 1068 1058 1049 1042 1036 1027 1018 1027 1043 1053 1058 1066 1087

30.0 1057 1062 1068 1056 1036 1021 1008 997 987 977 968 959 971 991 1002 1004 1011 1034

35.0 992 1001 1010 999 980 964 950 937 922 908 900 892 908 933 944 942 947 970

40.0 926 936 947 936 917 900 884 868 848 830 824 817 837 866 878 876 879 903

45.0 854 863 872 861 844 826 808 789 766 742 738 734 758 792 805 798 799 827

50.0 773 783 793 782 764 745 725 703 675 649 646 644 671 711 726 717 718 746

55.0 680 695 711 703 687 666 638 611 580 550 548 547 579 623 640 632 632 656

60.0 582 600 619 612 596 573 542 512 479 447 447 447 482 531 549 540 538 561

65.0 478 499 521 515 499 476 444 412 377 344 345 346 383 435 454 442 439 459

70.0 380 400 420 414 399 377 348 317 281 245 246 247 285 338 357 343 338 359

75.0 276 297 319 313 297 279 257 232 190 150 151 152 190 243 261 246 240 258

80.0 174 199 224 217 200 182 163 140 102 65.3 69.1 73.1 108 154 168 151 142 159

85.0 77.8 106 135 130 112 96.3 82.7 68 48.5 29.6 30.1 30.7 52.1 81.4 88.5 73.8 64.8 71.4

90.0 61.9 70.7 79.8 73.8 62.5 50.5 36.8 25.8 21 16.4 17.1 17.7 21 25.4 29.3 33 38.6 50.5

95.0

100.0

105.0

110.0

115.0

120.0

125.0

130.0

135.0

140.0

145.0

150.0

155.0

160.0

165.0

170.0

175.0

180.0

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2023-11-02

Gama Angle Range:-90 - 90(Deg)

Distance(m): 7.070 Remark: 


