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LED LOUVER LIGHT

Measured Para  U: 217.5V  I: 260.0mA  P: 37.20W  PF: 0.658  Test LM: 3294.23lm

Lamp Name: LP-LF60A60 40W

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: LP-LF60A60
40W

Manufactory: LIPER

Weight(kg): 

Lamp ID: 

Protect Angle(Deg): 

Light Source Data Photometric Data

Model

Nominal P(w)

Rated Volt(v)

Rated Flux(lm)

Illuminant QTY

Peak Value(cd)

Total Flux(lm)

Dw Flux Rate(%) Down(C180-C360)

Efficiency(lm/w)

UP(C0-C180)

Down(C0-C180)

UP(C180-C360)

LP-LF60A60 40W

1.0

1.0

1.0

Planar Intensity Distribution Curve

1

1188.2

3294.235

100.0 49.1

88.6

0.0

50.9

0.0

Position 180.0,1.0

Up Flux Rate(%) 0.0

C0 Plane beam angle(50%):112.1  C90 Plane beam angle(50%):108.3

C0 Plane beam angle(50%)gfedcb C90 Plane beam angle(50%)gfedcb

0°

30°

60°

90°

120°

150°

180°

210°

240°

270°

300°

330°

1,190

952

714

476

238

0

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2021-6-28

Gama Angle Range:-90 - 90(Deg)

Distance(m): 5.000 Remark: 
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Measured Para  U: 217.5V  I: 260.0mA  P: 37.20W  PF: 0.658  Test LM: 3294.23lm

Lamp Name: LP-LF60A60 40W

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: LP-LF60A60
40W

Manufactory: LIPER

Weight(kg): 

Lamp ID: 

Protect Angle(Deg): 

Imax=1188.2(cd)gfedcb

90% / 1069.3gfedcb

80% / 950.5gfedcb

70% / 831.7gfedcb

60% / 712.9gfedcb

50% / 594.1gfedcb

40% / 475.3gfedcb

30% / 356.4gfedcb

20% / 237.6gfedcb

10% / 118.8gfedcb

5% / 59.4gfedcb

Horizontal(DEG)
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Planar IsoCandela Curve

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2021-6-28

Gama Angle Range:-90 - 90(Deg)

Distance(m): 5.000 Remark: 
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Measured Para  U: 217.5V  I: 260.0mA  P: 37.20W  PF: 0.658  Test LM: 3294.23lm

Lamp Name: LP-LF60A60 40W

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: LP-LF60A60
40W

Manufactory: LIPER

Weight(kg): 

Lamp ID: 

Protect Angle(Deg): 

MH(m)

S(M)

10.0

14.0

18.0

22.0

26.0

30.0

34.0

38.0

42.0

46.0

50.0
40.0

0.6( 5%)1.2(10%)2.4(20%)3.6(30%)4.8(40%)

5.9(50%)7.1(60%)8.3(70%)9.5(80%)10.7(90%)

Spacial ISOLUX Curve Planar ISOLUX Curve
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S(m) C(DEG)

0

0

1

2

3

59.4( 5%)118.8(10%)237.6(20%)356.4(30%)475.3(40%)

594.1(50%)712.9(60%)831.7(70%)950.5(80%)1069.3(90%)

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2021-6-28

Gama Angle Range:-90 - 90(Deg)

Distance(m): 5.000 Remark: 
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Measured Para  U: 217.5V  I: 260.0mA  P: 37.20W  PF: 0.658  Test LM: 3294.23lm

Lamp Name: LP-LF60A60 40W

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: LP-LF60A60
40W

Manufactory: LIPER

Weight(kg): 

Lamp ID: 

Protect Angle(Deg): 

Aver Luminance(cd/m*m)
 Gm(Deg)
 C0
 C90

45 50 55 60 65 70 75 80 85

Glare
Glare Class                                Illuminance(lx)
 1.15  A  2000  1000  500  <=300
 1.5  B  2000  1000  500  <=300
 1.85  C  2000  1000  500  <=300
 2.2  D  2000  1000  500  <=300
 2.55  E  2000  1000  500  <=300

 a  b  c  d  e  f  g  h

Luminance Limit Curve
Gama(Deg)
85

75

65

55

45
8 41000 2 3 4 5 6 8 10000 2 3

a b c d e f g h

C0/180 C90/270 Aver Luminance(cd/m*m)

76680.5 68221.0 59358.3 50252.3 41015.3 31763.8 22626.8 13735.5 5310.0
75492.8 66289.0 56806.3 47161.3 37371.0 27735.5 18314.8 9347.0 1961.5

Luminance Limit Curve

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2021-6-28

Gama Angle Range:-90 - 90(Deg)

Distance(m): 5.000 Remark: 
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Measured Para  U: 217.5V  I: 260.0mA  P: 37.20W  PF: 0.658  Test LM: 3294.23lm

Lamp Name: LP-LF60A60 40W

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: LP-LF60A60
40W

Manufactory: LIPER

Weight(kg): 

Lamp ID: 

Protect Angle(Deg): 

1m
286.69cm356.34/ 1188.16Lx Ec=1182.75Lx

2m
573.39cm89.08/ 297.04Lx Ec=295.69Lx

3m
860.08cm39.59/ 132.02Lx Ec=131.42Lx

4m
1146.77cm22.27/ 74.26Lx Ec=73.92Lx

5m
1433.47cm14.25/ 47.53Lx Ec=47.31Lx

Height Eavg/Emax Plane beam angle:110.2 Deg Spot Diameter

output lm: 2300.31lm

Average Illumination

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2021-6-28

Gama Angle Range:-90 - 90(Deg)

Distance(m): 5.000 Remark: 
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Measured Para  U: 217.5V  I: 260.0mA  P: 37.20W  PF: 0.658  Test LM: 3294.23lm

Lamp Name: LP-LF60A60 40W

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: LP-LF60A60
40W

Manufactory: LIPER

Weight(kg): 

Lamp ID: 

Protect Angle(Deg): 

10 20 30 40 50 70 100 200 300 500 700 1K 2K 3K 4K 5K 7K
Area(m*m)

1

2

3

4

5

6

7
8
9
10

20

30

40

50

Num
(N)

Lamp Probability Curve

Flux(lm) 3294.2

Factor(MF) 0.7

Aver Lux(lx) 100

Hwork(M) 0

CeilingWall Floor 

Reflect1. 80 50 20

Reflect2. 80 50 20

H3

H4

H5

H6

Lamp Probability Curve

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2021-6-28

Gama Angle Range:-90 - 90(Deg)

Distance(m): 5.000 Remark: 



Lamp Photometric Data Page 7 Of 10

Measured Para  U: 217.5V  I: 260.0mA  P: 37.20W  PF: 0.658  Test LM: 3294.23lm

Lamp Name: LP-LF60A60 40W

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: LP-LF60A60
40W

Manufactory: LIPER

Weight(kg): 

Lamp ID: 

Protect Angle(Deg): 

UF Table

Ceiling 0.8 0.8 0.8 0.7 0.7 0.7 0.5 0.5 0.5

Wall 0.7 0.5 0.3 0.7 0.5 0.3 0.7 0.5 0.3

Floor 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2

0.60 53 38 29 51 37 28 48 36 28

0.80 57 41 30 55 40 30 51 38 29

1.00 60 43 31 58 42 31 53 40 29

1.25 63 45 32 60 44 31 55 41 30

1.50 65 47 33 62 45 32 56 41 30

2.00 68 49 34 64 47 33 57 42 30

2.50 69 50 34 65 47 32 58 43 30

3.00 70 51 34 66 48 32 58 43 30

4.00 72 52 34 67 49 32 59 43 29

5.00 72 52 34 68 49 32 59 43 29

CoEfficients Utilization

Ceiling(%) 0 0 0 0 0

Wall(%) 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Floor (%) 0 0 0 0 0

0 1.19 1.19 1.19 1.16 1.16 1.16 1.11 1.11 1.11 1.06 1.06 1.06 1.02 1.02 1.02

1 1.04 1 0.96 1.02 0.98 0.94 0.98 0.94 0.91 0.94 0.91 0.89 0.9 0.88 0.86

2 0.91 0.84 0.78 0.89 0.83 0.77 0.85 0.8 0.75 0.82 0.78 0.74 0.79 0.75 0.72

3 0.8 0.72 0.65 0.78 0.71 0.64 0.75 0.69 0.63 0.72 0.67 0.62 0.7 0.65 0.61

4 0.71 0.62 0.55 0.69 0.61 0.55 0.67 0.6 0.54 0.64 0.58 0.53 0.62 0.57 0.53

5 0.63 0.54 0.47 0.62 0.54 0.47 0.6 0.52 0.47 0.58 0.51 0.46 0.56 0.5 0.46

6 0.57 0.48 0.41 0.56 0.47 0.41 0.54 0.47 0.41 0.52 0.46 0.41 0.51 0.45 0.4

7 0.52 0.43 0.37 0.51 0.42 0.36 0.49 0.42 0.36 0.48 0.41 0.36 0.46 0.4 0.36

8 0.47 0.38 0.33 0.46 0.38 0.33 0.45 0.38 0.32 0.44 0.37 0.32 0.43 0.36 0.32

9 0.43 0.35 0.29 0.43 0.35 0.29 0.41 0.34 0.29 0.4 0.34 0.29 0.39 0.33 0.29

10 0.4 0.32 0.27 0.39 0.32 0.27 0.38 0.31 0.26 0.37 0.31 0.26 0.36 0.31 0.26

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2021-6-28

Gama Angle Range:-90 - 90(Deg)

Distance(m): 5.000 Remark: 
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Measured Para  U: 217.5V  I: 260.0mA  P: 37.20W  PF: 0.658  Test LM: 3294.23lm

Lamp Name: LP-LF60A60 40W

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: LP-LF60A60
40W

Manufactory: LIPER

Weight(kg): 

Lamp ID: 

Protect Angle(Deg): 

Wall Exitance CoEfficients

Ceiling(%) 0 0 0 0 0

Wall(%) 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Floor (%) 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1 0.31 0.17 0.06 0.3 0.17 0.05 0.29 0.16 0.05 0.27 0.16 0.05 0.26 0.15 0.05

2 0.29 0.16 0.05 0.28 0.16 0.05 0.27 0.15 0.05 0.26 0.15 0.05 0.25 0.14 0.04

3 0.27 0.14 0.04 0.26 0.14 0.04 0.25 0.14 0.04 0.24 0.13 0.04 0.23 0.13 0.04

4 0.25 0.13 0.04 0.24 0.13 0.04 0.23 0.12 0.04 0.22 0.12 0.04 0.22 0.12 0.04

5 0.23 0.12 0.03 0.22 0.12 0.03 0.22 0.11 0.03 0.21 0.11 0.03 0.2 0.11 0.03

6 0.21 0.11 0.03 0.21 0.11 0.03 0.2 0.1 0.03 0.19 0.1 0.03 0.19 0.1 0.03

7 0.2 0.1 0.03 0.19 0.1 0.03 0.19 0.1 0.03 0.18 0.09 0.03 0.18 0.09 0.03

8 0.18 0.09 0.03 0.18 0.09 0.03 0.18 0.09 0.03 0.17 0.09 0.02 0.17 0.08 0.02

9 0.17 0.08 0.02 0.17 0.08 0.02 0.17 0.08 0.02 0.16 0.08 0.02 0.16 0.08 0.02

10 0.16 0.08 0.02 0.16 0.08 0.02 0.16 0.08 0.02 0.15 0.08 0.02 0.15 0.07 0.02

Ceiling Cavity Exitance CoEfficients

Ceiling(%) 0 0 0 0 0

Wall(%) 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Floor (%) 0 0 0 0 0

0 0.19 0.19 0.19 0.16 0.16 0.16 0.11 0.11 0.11 0.06 0.06 0.06 0.02 0.02 0.02

1 0.18 0.16 0.13 0.15 0.13 0.12 0.11 0.09 0.08 0.06 0.05 0.05 0.02 0.02 0.02

2 0.17 0.13 0.1 0.15 0.11 0.09 0.1 0.08 0.06 0.06 0.05 0.03 0.02 0.01 0.01

3 0.16 0.11 0.07 0.14 0.1 0.06 0.1 0.07 0.05 0.06 0.04 0.03 0.02 0.01 0.01

4 0.16 0.1 0.06 0.13 0.09 0.05 0.09 0.06 0.04 0.05 0.04 0.02 0.02 0.01 0.01

5 0.15 0.09 0.05 0.13 0.08 0.04 0.09 0.05 0.03 0.05 0.03 0.02 0.02 0.01 0.01

6 0.14 0.08 0.04 0.12 0.07 0.03 0.08 0.05 0.02 0.05 0.03 0.01 0.02 0.01 0

7 0.14 0.08 0.03 0.12 0.07 0.03 0.08 0.05 0.02 0.05 0.03 0.01 0.02 0.01 0

8 0.13 0.07 0.03 0.11 0.06 0.03 0.08 0.04 0.02 0.04 0.02 0.01 0.01 0.01 0

9 0.12 0.06 0.03 0.11 0.06 0.02 0.07 0.04 0.02 0.04 0.02 0.01 0.01 0.01 0

10 0.12 0.06 0.02 0.1 0.05 0.02 0.07 0.04 0.01 0.04 0.02 0.01 0.01 0.01 0

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2021-6-28

Gama Angle Range:-90 - 90(Deg)

Distance(m): 5.000 Remark: 
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Measured Para  U: 217.5V  I: 260.0mA  P: 37.20W  PF: 0.658  Test LM: 3294.23lm

Lamp Name: LP-LF60A60 40W

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: LP-LF60A60
40W

Manufactory: LIPER

Weight(kg): 

Lamp ID: 

Protect Angle(Deg): 

Ring-shaped Flux Data Table

Gm\C(Deg) 0 45 90 135 180 225 270 315 Range Ring T(lm)

5 1181 1180 1174 1177 1184 1176 1176 1169 0-5 28.2 28.2

10 1162 1165 1157 1164 1170 1157 1160 1149 5-10 83.6 112

15 1133 1139 1128 1139 1144 1128 1133 1118 10-15 136 248

20 1094 1103 1090 1105 1108 1087 1095 1077 15-20 184 431

25 1045 1056 1042 1060 1062 1038 1048 1026 20-25 225 656

30 986 1000 985 1006 1007 979 991 966 25-30 258 914

35 920 936 919 943 944 913 926 898 30-35 282 1196

40 846 865 842 873 874 839 854 823 35-40 297 1492

45 767 788 755 797 798 760 769 742 40-45 301 1793

50 682 705 663 711 716 676 677 654 45-50 294 2087

55 594 612 568 618 630 581 581 556 50-55 278 2365

60 503 516 472 522 542 484 483 458 55-60 252 2617

65 410 419 374 426 451 386 385 360 60-65 218 2835

70 318 322 277 328 360 288 287 261 65-70 179 3014

75 226 227 183 232 270 191 190 165 70-75 135 3149

80 137 135 93.5 141 182 98.7 97.1 77.5 75-80 88.4 3237

85 53.1 50.9 19.6 60.8 95.4 26.2 19.3 22.6 80-85 43.4 3280

90 6.5 6.47 13.4 20.4 15.8 10.9 9.6 10.5 85-90 13.8 3294

95 90-95

100 95-100

105 100-105

110 105-110

115 110-115

120 115-120

125 120-125

130 125-130

135 130-135

140 135-140

145 140-145

150 145-150

155 150-155

160 155-160

165 160-165

170 165-170

175 170-175

180 175-180

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2021-6-28

Gama Angle Range:-90 - 90(Deg)

Distance(m): 5.000 Remark: 
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Measured Para  U: 217.5V  I: 260.0mA  P: 37.20W  PF: 0.658  Test LM: 3294.23lm

Lamp Name: LP-LF60A60 40W

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: LP-LF60A60
40W

Manufactory: LIPER

Weight(kg): 

Lamp ID: 

Protect Angle(Deg): 

CD Table

Gm\C(Deg) 0 20 40 60 80 100 120 140 160 180 200 220 240 260 280 300 320 340

5.0 1181 1180 1180 1178 1175 1175 1176 1178 1181 1184 1181 1177 1176 1176 1174 1172 1171 1176

10.0 1162 1163 1165 1162 1158 1158 1161 1164 1167 1170 1164 1158 1158 1159 1157 1153 1150 1156

15.0 1133 1136 1138 1135 1131 1131 1136 1140 1142 1144 1137 1129 1129 1132 1129 1123 1120 1126

20.0 1094 1098 1102 1099 1093 1093 1100 1105 1106 1108 1099 1090 1090 1093 1091 1083 1078 1086

25.0 1045 1050 1055 1051 1045 1046 1054 1060 1061 1062 1051 1040 1041 1045 1043 1033 1028 1036

30.0 986 993 999 995 988 989 999 1006 1007 1007 995 982 983 989 986 974 968 977

35.0 920 927 935 931 923 925 935 943 944 944 931 916 917 923 920 907 900 910

40.0 846 854 863 858 847 849 863 874 874 874 859 843 844 851 848 833 825 836

45.0 767 776 785 777 762 764 783 797 798 798 781 764 763 767 763 751 745 756

50.0 682 692 702 691 672 673 695 711 714 716 698 680 676 676 672 661 657 670

55.0 594 602 610 598 578 579 602 619 625 630 609 587 581 581 575 564 560 577

60.0 503 508 515 502 481 483 506 525 533 542 516 490 484 484 478 466 462 483

65.0 410 414 418 404 384 385 409 428 440 451 423 393 386 385 380 368 366 388

70.0 318 320 322 307 287 288 311 331 346 360 329 296 288 287 281 269 267 293

75.0 226 226 227 212 193 194 216 237 254 270 236 200 191 190 185 173 172 199

80.0 137 136 135 121 102 104 125 146 164 182 146 108 98.1 97.4 92.8 84 84.1 111

85.0 53.1 52.1 51.2 40.6 26.5 28.6 47.3 64.6 80.3 95.4 65.2 33.8 24 20.8 20 21.5 26 39.8

90.0 6.5 6.48 6.47 8.74 11.9 14.9 18.1 19.9 17.8 15.8 13.7 11.4 10.5 9.89 9.8 10.2 10.1 8.25

95.0

100.0

105.0

110.0

115.0

120.0

125.0

130.0

135.0

140.0

145.0

150.0

155.0

160.0

165.0

170.0

175.0

180.0

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2021-6-28

Gama Angle Range:-90 - 90(Deg)

Distance(m): 5.000 Remark: 


