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LED UFO LIGHT

Measured Para  U: 215.9V  I: 1340.0mA  P: 192.90W  PF: 0.666  Test LM: 23894.89lm

Lamp Name: LPHB-200W

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: LPHB-200W

Manufactory: LIPER

Weight(kg): 

Lamp ID: 

Protect Angle(Deg): 

Light Source Data Photometric Data

Model

Nominal P(w)

Rated Volt(v)

Rated Flux(lm)

Illuminant QTY

Peak Value(cd)

Total Flux(lm)

Dw Flux Rate(%) Down(C180-C360)

Efficiency(lm/w)

UP(C0-C180)

Down(C0-C180)

UP(C180-C360)

LPHB-200W

1.0

1.0

1.0

Planar Intensity Distribution Curve

1

14981.1

23894.887

100.0 47.9

123.9

0.0

52.1

0.0

Position 180.0,6.0

Up Flux Rate(%) 0.0

C0 Plane beam angle(50%):82.8  C90 Plane beam angle(50%):82.9

C0 Plane beam angle(50%)gfedcb C90 Plane beam angle(50%)gfedcb

0°

30°

60°

90°

120°

150°

180°

210°

240°

270°

300°

330°

14,990

11,992

8,994

5,996

2,998

0

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2021-10-11

Gama Angle Range:-90 - 90(Deg)

Distance(m): 5.000 Remark: 
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Measured Para  U: 215.9V  I: 1340.0mA  P: 192.90W  PF: 0.666  Test LM: 23894.89lm

Lamp Name: LPHB-200W

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: LPHB-200W

Manufactory: LIPER

Weight(kg): 

Lamp ID: 

Protect Angle(Deg): 

Imax=14981.1(cd)gfedcb

90% / 13483.0gfedcb

80% / 11984.9gfedcb

70% / 10486.8gfedcb

60% / 8988.7gfedcb

50% / 7490.6gfedcb

40% / 5992.4gfedcb

30% / 4494.3gfedcb

20% / 2996.2gfedcb

10% / 1498.1gfedcb

5% / 749.1gfedcb

Horizontal(DEG)
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Planar IsoCandela Curve

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2021-10-11

Gama Angle Range:-90 - 90(Deg)

Distance(m): 5.000 Remark: 
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Measured Para  U: 215.9V  I: 1340.0mA  P: 192.90W  PF: 0.666  Test LM: 23894.89lm

Lamp Name: LPHB-200W

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: LPHB-200W

Manufactory: LIPER

Weight(kg): 

Lamp ID: 

Protect Angle(Deg): 

MH(m)

S(M)

10.0

14.0

18.0

22.0

26.0

30.0

34.0

38.0

42.0

46.0

50.0
40.0

7.5( 5%)15.0(10%)30.0(20%)44.9(30%)59.9(40%)

74.9(50%)89.9(60%)104.9(70%)119.8(80%)134.8(90%)

Spacial ISOLUX Curve Planar ISOLUX Curve

90

80

70

60

50

40

30

20

10

S(m) C(DEG)

0

0

1

2

3

749.1( 5%)1498.1(10%)2996.2(20%)4494.3(30%)5992.4(40%)

7490.6(50%)8988.7(60%)10486.8(70%)11984.9(80%)13483.0(90%)

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2021-10-11

Gama Angle Range:-90 - 90(Deg)

Distance(m): 5.000 Remark: 
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Measured Para  U: 215.9V  I: 1340.0mA  P: 192.90W  PF: 0.666  Test LM: 23894.89lm

Lamp Name: LPHB-200W

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: LPHB-200W

Manufactory: LIPER

Weight(kg): 

Lamp ID: 

Protect Angle(Deg): 

Aver Luminance(cd/m*m)
 Gm(Deg)
 C0
 C90

45 50 55 60 65 70 75 80 85

Glare
Glare Class                                Illuminance(lx)
 1.15  A  2000  1000  500  <=300
 1.5  B  2000  1000  500  <=300
 1.85  C  2000  1000  500  <=300
 2.2  D  2000  1000  500  <=300
 2.55  E  2000  1000  500  <=300

 a  b  c  d  e  f  g  h

Luminance Limit Curve
Gama(Deg)
85

75

65

55

45
8 41000 2 3 4 5 6 8 10000 2 3

a b c d e f g h

C0/180 C90/270 Aver Luminance(cd/m*m)

268084.5 127477.3 78827.0 58390.0 42234.0 27826.3 13523.2 3722.2 3916.0
485562.7 214277.0 102755.7 69857.0 52797.0 38105.5 24127.0 9583.3 3232.2

Luminance Limit Curve

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2021-10-11

Gama Angle Range:-90 - 90(Deg)

Distance(m): 5.000 Remark: 
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Measured Para  U: 215.9V  I: 1340.0mA  P: 192.90W  PF: 0.666  Test LM: 23894.89lm

Lamp Name: LPHB-200W

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: LPHB-200W

Manufactory: LIPER

Weight(kg): 

Lamp ID: 

Protect Angle(Deg): 

1m
176.48cm7084.72/ 14981.11Lx Ec=14692.61Lx

2m
352.96cm1771.18/ 3745.28Lx Ec=3673.15Lx

3m
529.44cm787.19/ 1664.57Lx Ec=1632.51Lx

4m
705.92cm442.80/ 936.32Lx Ec=918.29Lx

5m
882.39cm283.39/ 599.24Lx Ec=587.70Lx

Height Eavg/Emax Plane beam angle: 82.9 Deg Spot Diameter

output lm: 17329.98lm

Average Illumination

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2021-10-11

Gama Angle Range:-90 - 90(Deg)

Distance(m): 5.000 Remark: 
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Measured Para  U: 215.9V  I: 1340.0mA  P: 192.90W  PF: 0.666  Test LM: 23894.89lm

Lamp Name: LPHB-200W

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: LPHB-200W

Manufactory: LIPER

Weight(kg): 

Lamp ID: 

Protect Angle(Deg): 

10 20 30 40 50 70 100 200 300 500 700 1K 2K 3K 4K 5K 7K
Area(m*m)

1

2

3

4

5

6

7
8
9
10

20

30

40

50

Num
(N)

Lamp Probability Curve

Flux(lm) 23894.9

Factor(MF) 0.7

Aver Lux(lx) 100

Hwork(M) 0

CeilingWall Floor 

Reflect1. 80 50 20

Reflect2. 80 50 20

Lamp Probability Curve

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2021-10-11

Gama Angle Range:-90 - 90(Deg)

Distance(m): 5.000 Remark: 
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Measured Para  U: 215.9V  I: 1340.0mA  P: 192.90W  PF: 0.666  Test LM: 23894.89lm

Lamp Name: LPHB-200W

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: LPHB-200W

Manufactory: LIPER

Weight(kg): 

Lamp ID: 

Protect Angle(Deg): 

UF Table

Ceiling 0.8 0.8 0.8 0.7 0.7 0.7 0.5 0.5 0.5

Wall 0.7 0.5 0.3 0.7 0.5 0.3 0.7 0.5 0.3

Floor 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2

0.60 51 36 26 49 35 26 46 33 25

0.80 54 37 26 52 36 25 48 34 24

1.00 57 38 26 54 37 25 49 35 24

1.25 59 40 26 56 38 25 50 35 23

1.50 61 41 26 57 39 25 51 35 23

2.00 64 43 27 60 41 26 53 37 24

2.50 65 45 27 61 42 26 53 37 24

3.00 67 46 28 62 43 27 54 38 24

4.00 69 48 29 64 45 27 55 39 24

5.00 70 49 30 65 46 28 56 40 25

CoEfficients Utilization

Ceiling(%) 0 0 0 0 0

Wall(%) 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Floor (%) 0 0 0 0 0

0 1.19 1.19 1.19 1.16 1.16 1.16 1.11 1.11 1.11 1.06 1.06 1.06 1.02 1.02 1.02

1 1.09 1.06 1.03 1.07 1.04 1.01 1.02 1 0.98 0.99 0.97 0.95 0.95 0.94 0.93

2 0.99 0.94 0.9 0.97 0.93 0.89 0.94 0.9 0.87 0.91 0.88 0.85 0.88 0.85 0.83

3 0.9 0.84 0.79 0.89 0.83 0.79 0.86 0.81 0.77 0.84 0.8 0.76 0.81 0.78 0.75

4 0.83 0.76 0.71 0.81 0.75 0.7 0.79 0.74 0.69 0.77 0.72 0.69 0.75 0.71 0.68

5 0.76 0.69 0.63 0.75 0.68 0.63 0.73 0.67 0.63 0.71 0.66 0.62 0.69 0.65 0.61

6 0.7 0.63 0.57 0.69 0.62 0.57 0.67 0.61 0.57 0.66 0.6 0.56 0.64 0.6 0.56

7 0.64 0.57 0.52 0.64 0.57 0.52 0.62 0.56 0.52 0.61 0.55 0.51 0.6 0.55 0.51

8 0.6 0.52 0.48 0.59 0.52 0.47 0.58 0.52 0.47 0.57 0.51 0.47 0.56 0.51 0.47

9 0.55 0.48 0.44 0.55 0.48 0.44 0.54 0.48 0.43 0.53 0.47 0.43 0.52 0.47 0.43

10 0.52 0.45 0.4 0.51 0.45 0.4 0.5 0.44 0.4 0.49 0.44 0.4 0.48 0.43 0.4

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2021-10-11

Gama Angle Range:-90 - 90(Deg)

Distance(m): 5.000 Remark: 
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Measured Para  U: 215.9V  I: 1340.0mA  P: 192.90W  PF: 0.666  Test LM: 23894.89lm

Lamp Name: LPHB-200W

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: LPHB-200W

Manufactory: LIPER

Weight(kg): 

Lamp ID: 

Protect Angle(Deg): 

Wall Exitance CoEfficients

Ceiling(%) 0 0 0 0 0

Wall(%) 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Floor (%) 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1 0.22 0.12 0.04 0.21 0.12 0.04 0.2 0.11 0.04 0.18 0.11 0.03 0.17 0.1 0.03

2 0.21 0.11 0.04 0.2 0.11 0.03 0.19 0.11 0.03 0.18 0.1 0.03 0.17 0.1 0.03

3 0.2 0.11 0.03 0.19 0.1 0.03 0.19 0.1 0.03 0.18 0.1 0.03 0.17 0.09 0.03

4 0.19 0.1 0.03 0.19 0.1 0.03 0.18 0.09 0.03 0.17 0.09 0.03 0.16 0.09 0.03

5 0.18 0.09 0.03 0.18 0.09 0.03 0.17 0.09 0.03 0.16 0.09 0.03 0.16 0.08 0.02

6 0.17 0.09 0.02 0.17 0.08 0.02 0.16 0.08 0.02 0.15 0.08 0.02 0.15 0.08 0.02

7 0.16 0.08 0.02 0.16 0.08 0.02 0.15 0.08 0.02 0.15 0.08 0.02 0.14 0.07 0.02

8 0.15 0.08 0.02 0.15 0.07 0.02 0.15 0.07 0.02 0.14 0.07 0.02 0.14 0.07 0.02

9 0.15 0.07 0.02 0.14 0.07 0.02 0.14 0.07 0.02 0.14 0.07 0.02 0.13 0.07 0.02

10 0.14 0.07 0.02 0.14 0.07 0.02 0.13 0.07 0.02 0.13 0.06 0.02 0.13 0.06 0.02

Ceiling Cavity Exitance CoEfficients

Ceiling(%) 0 0 0 0 0

Wall(%) 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Floor (%) 0 0 0 0 0

0 0.19 0.19 0.19 0.16 0.16 0.16 0.11 0.11 0.11 0.06 0.06 0.06 0.02 0.02 0.02

1 0.17 0.16 0.14 0.15 0.13 0.12 0.1 0.09 0.08 0.06 0.05 0.05 0.02 0.02 0.02

2 0.16 0.13 0.11 0.14 0.11 0.09 0.09 0.08 0.07 0.05 0.05 0.04 0.02 0.01 0.01

3 0.15 0.11 0.08 0.13 0.1 0.07 0.09 0.07 0.05 0.05 0.04 0.03 0.02 0.01 0.01

4 0.14 0.1 0.07 0.12 0.09 0.06 0.08 0.06 0.04 0.05 0.04 0.02 0.02 0.01 0.01

5 0.13 0.09 0.05 0.12 0.08 0.05 0.08 0.05 0.03 0.05 0.03 0.02 0.01 0.01 0.01

6 0.13 0.08 0.05 0.11 0.07 0.04 0.08 0.05 0.03 0.04 0.03 0.02 0.01 0.01 0.01

7 0.12 0.07 0.04 0.1 0.06 0.03 0.07 0.04 0.02 0.04 0.03 0.01 0.01 0.01 0

8 0.12 0.07 0.03 0.1 0.06 0.03 0.07 0.04 0.02 0.04 0.02 0.01 0.01 0.01 0

9 0.11 0.06 0.03 0.1 0.05 0.02 0.07 0.04 0.02 0.04 0.02 0.01 0.01 0.01 0

10 0.11 0.06 0.02 0.09 0.05 0.02 0.06 0.04 0.02 0.04 0.02 0.01 0.01 0.01 0

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2021-10-11

Gama Angle Range:-90 - 90(Deg)

Distance(m): 5.000 Remark: 
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Measured Para  U: 215.9V  I: 1340.0mA  P: 192.90W  PF: 0.666  Test LM: 23894.89lm

Lamp Name: LPHB-200W

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: LPHB-200W

Manufactory: LIPER

Weight(kg): 

Lamp ID: 

Protect Angle(Deg): 

Ring-shaped Flux Data Table

Gm\C(Deg) 0 45 90 135 180 225 270 315 Range Ring T(lm)

5 14738 14738 14678 14590 14968 14696 14495 14267 0-5 351 351

10 14407 14609 14616 14621 14935 14497 14239 13925 5-10 1042 1393

15 13933 14326 14425 14510 14813 14192 13871 13434 10-15 1701 3094

20 13180 13858 14052 14275 14526 13734 13356 12702 15-20 2301 5395

25 11920 13095 13390 13819 14052 13007 12575 11540 20-25 2797 8192

30 10631 11778 12264 13059 13281 11879 11343 10448 25-30 3155 11347

35 8412 10774 10980 11695 11995 10817 10673 8453 30-35 3295 14642

40 5318 7748 8505 10703 10614 8705 8102 5465 35-40 3109 17752

45 2681 4320 4856 7699 8300 5508 5048 2776 40-45 2460 20211

50 1275 1929 2143 4337 5043 2675 2448 1265 45-50 1535 21746

55 788 976 1028 1918 2398 1248 1137 760 50-55 809 22556

60 584 675 699 952 1131 768 726 571 55-60 450 23006

65 422 506 528 661 732 578 555 422 60-65 314 23320

70 278 361 381 491 550 423 410 288 65-70 239 23559

75 135 218 241 347 401 269 253 154 70-75 170 23728

80 37.2 81.5 95.8 206 262 100 95.7 57.2 75-80 97.5 23826

85 39.2 33.9 32.3 46.7 122 50.8 51.4 55.6 80-85 42.6 23868

90 46.2 42.3 37.3 33.1 52.1 53.1 55.8 59.6 85-90 26.4 23895

95 90-95

100 95-100

105 100-105

110 105-110

115 110-115

120 115-120

125 120-125

130 125-130

135 130-135

140 135-140

145 140-145

150 145-150

155 150-155

160 155-160

165 160-165

170 165-170

175 170-175

180 175-180

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2021-10-11

Gama Angle Range:-90 - 90(Deg)

Distance(m): 5.000 Remark: 
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Measured Para  U: 215.9V  I: 1340.0mA  P: 192.90W  PF: 0.666  Test LM: 23894.89lm

Lamp Name: LPHB-200W

Shape Size: 

Sur(m^2): 

Lamp Type: 

Lamp Spec: LPHB-200W

Manufactory: LIPER

Weight(kg): 

Lamp ID: 

Protect Angle(Deg): 

CD Table

Gm\C(Deg) 0 20 40 60 80 100 120 140 160 180 200 220 240 260 280 300 320 340

5.0 15k 15k 15k 15k 15k 15k 15k 15k 15k 15k 15k 15k 15k 15k 14k 14k 14k 15k

10.0 14k 14k 15k 15k 15k 15k 15k 15k 15k 15k 15k 15k 14k 14k 14k 14k 14k 14k

15.0 14k 14k 14k 14k 14k 14k 14k 15k 15k 15k 15k 14k 14k 14k 14k 14k 13k 14k

20.0 13k 13k 14k 14k 14k 14k 14k 14k 14k 15k 14k 14k 14k 13k 13k 13k 13k 13k

25.0 12k 12k 13k 13k 13k 13k 14k 14k 14k 14k 14k 13k 13k 13k 12k 12k 12k 12k

30.0 11k 11k 12k 12k 12k 12k 13k 13k 13k 13k 13k 12k 12k 11k 11k 11k 10k 11k

35.0 8412 9445 11k 11k 11k 11k 11k 12k 12k 12k 11k 11k 11k 11k 10k 9181 8448 8430

40.0 5318 6381 7482 7996 8340 8986 9982 11k 11k 11k 9779 8914 8507 8234 7525 6330 5449 5383

45.0 2681 3398 4141 4496 4738 5478 6766 7765 8037 8300 7078 5813 5357 5149 4551 3522 2765 2722

50.0 1275 1561 1858 1999 2096 2623 3617 4414 4734 5043 4007 2934 2600 2497 2189 1653 1266 1271

55.0 788 870 955 993 1016 1222 1626 1971 2188 2398 1895 1374 1212 1161 1055 884 763 776

60.0 584 624 665 683 693 754 869 972 1053 1131 972 808 755 736 692 622 572 578

65.0 422 459 496 513 523 557 618 669 701 732 664 595 570 560 526 466 422 422

70.0 278 315 352 368 377 405 455 498 524 550 494 437 419 413 383 328 287 283

75.0 135 171 209 226 236 264 312 353 377 401 343 283 264 257 231 186 152 143

80.0 37.2 56.6 76.7 86.2 92.7 120 170 212 237 262 191 118 98.8 96.7 87.3 69.8 55 46

85.0 39.2 36.9 34.5 33.4 32.7 35.5 42 54.9 88.9 122 90.7 58.6 51 51.3 52.3 54.2 53.8 46.4

90.0 46.2 44.5 42.7 40.6 38.3 36.4 34.5 35.2 43.8 52.1 52.5 53 54 55.2 56.6 58.3 58.1 52.1

95.0

100.0

105.0

110.0

115.0

120.0

125.0

130.0

135.0

140.0

145.0

150.0

155.0

160.0

165.0

170.0

175.0

180.0

C Angle Range:0 - 180(Deg)

Gama interval(Deg): 1 C interval(Deg): 45

Temperature(Deg): 30

Tester: zxg

Test System: ZWL Goniophotometer System V3.0

Humidity(%): 60

Date: 2021-10-11

Gama Angle Range:-90 - 90(Deg)

Distance(m): 5.000 Remark: 


